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Abstract 
This paper addresses the effects of corrosion on the high cycle fatigue (HCF) strength of a 
high mechanical strength martensitic stainless steel (X12CrNiMoV12-3) that is used in 
aeronautic applications. HCF tests (between 105 and 107 cycles) were carried out in two 
environments: (i) in air and (ii) in an aqueous solution (pH = 6) of 0.1 M NaCl + 0.044 M 
Na2SO4 at a loading frequency of 120 Hz. Surface crack initiation is observed in air, whereas 
in solution, the crack initiated at corrosion defects. The decrease observed in the corrosion 
fatigue strength of specimens at 107 cycles was 33% of that of similar specimens tested in air. 
The electrochemical behaviour of the passive film was investigated during fatigue testing in a 
NaCl aqueous solution by monitoring the free potential and through electrochemical 
impedance spectroscopy (EIS). Based on fractography analysis and the EIS tests results, 
fatigue crack initiation mechanisms in air and in the NaCl aqueous solution were identified. A 
scenario for fatigue crack initiation is proposed based on the physical evidence. Local passive 
film ruptures are the cause of the corrosion fatigue crack initiation. The film is broken by 
material strain from the applied cyclic stress during fatigue testing, causing increased local 
corrosive attack. This effect has been shown at 10 Hz and 120 Hz because the characteristic 
time for repassivation for the steel is very low compared to the period of the cyclic loading. 
Keywords: corrosion fatigue; stainless steel; sodium chloride aqueous solution; high cycle 
fatigue; electrochemical impedance spectroscopy; passive film. 
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Nomenclature 
A:  Fracture elongation (in %) 
σu:   Ultimate tensile strength under quasi-static monotonic tension 
σ0.2:   Conventional yield strength with 0.2% plastic deformation 
E:   Young modulus 
σa:   Stress amplitude 
σ
D
R=-1:  Median fatigue strength (in amplitude) at 107 cycles under R = -1 
σ
D
R=0.1:  Median fatigue strength (in amplitude) at 107 cycles under R = 0.1 
R:   Loading ratio 
f:   Loading frequency 
Nf:   Number of cycles to failure 
Kt:   Theoretical stress concentration factor 
Ra:   Arithmetic surface roughness 
Introduction 
Currently, engineering departments are aware that corrosion and fatigue must be taken into 
account when designing aircraft structures. Indeed, most aircraft structures experience both 
cyclic loading and aggressive chemical environments (especially in confined component 
regions) during their service lives. Aeronautic materials with high specific strength are being 
developed to fulfil the newest requirements in aircraft design. However, their usefulness 
depends on their corrosion fatigue strength. In this study, the effects of aqueous corrosion on 
the high cycle fatigue (HCF) strength (between 105 and 107 cycles) of the martensitic stainless 
steel X12CrNiMoV12-3 are investigated. 
The combined influence of corrosion and cyclic loading is known to affect the mechanical 
properties of metallic alloys and has been shown to initiate cracks from corrosion-induced 
surface defects. Corrosion fatigue in NaCl aqueous solutions has been studied by numerous 
researchers [1-8]. A number of crack initiation mechanisms have been suggested, including 
competition between pit growth and short crack growth [1], preferential dissolution of 
plastically deformed material [2], local rupture of the passive film by persistent slip bands 
(PSB) [3] and hydrogen embrittlement in the cathodic domain and deformation/corrosion 
synergy effects [4]. However, all these mechanisms depend on the experimental conditions 
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(loading frequency, stress-strain level, environment, electrochemical potential value, etc.) and 
on material properties (e.g., cleanness, segregation, etc.). 
Corrosion fatigue failure has been mainly investigated on austenitic or ferritic stainless steels 
in the LCF regime (i.e., with significant macroscopic plastic strain amplitude), under severe 
environments and with low loading frequencies (typically ranging from 0.1 to a few Hz, with 
a maximum of 60 Hz). A few works by Palin-luc et al. [5] or Ebara [6], for instance, were 
carried out at very high frequencies (20 kHz) for studying the effects of corrosion under very 
small strain amplitudes leading into the very high cycle fatigue (VHCF) regime (109 cycles 
and greater). However, the literature shows that the effect of loading frequency on corrosion 
fatigue crack initiation life depends on the interaction between the metal and the environment. 
Therefore, many studies have been devoted to evaluating the effects of the loading frequency 
in the range of 0.1 Hz to 60 Hz [1, 7]. Some of these works noted that corrosion produces 
greater damage at low frequencies than at high frequencies because the duration of exposure 
in corrosive environments at high stress levels is longer. It is usually considered that above 
some frequency threshold, the damage may be due only to cyclic stress and/or strain; If the 
loading frequency is high enough the characteristic time of the corrosion process is too long 
compared to the loading period. However, this is not always true. For instance, Palin-luc et al. 
[5] used hot rolled low-alloy grade R5 steel to demonstrate the important effect of corrosive 
environment (in a 3% NaCl aqueous solution referred to as A3 synthetic sea water, see the 
ASTM G85 standard) on fatigue strength in the gigacycle regime during tests at very high 
frequency (20 kHz). The fatigue strength at 4×108 cycles under A3 sea water flow is divided 
by four. This example shows that the frequency effect in corrosion fatigue is not well 
understood. 
The purpose of this paper is to understand the initiation mechanism for corrosion fatigue 
cracking on a martensitic stainless steel loaded in the HCF domain (105 to 107 cycles). The 
corrosive environment is a NaCl aqueous solution. To investigate the corrosion fatigue 
phenomenon, in-situ electrochemical impedance spectroscopy (EIS) tests were carried out 
during the corrosion fatigue tests. These experiments and SEM observations of the fracture 
surface of the specimens allow us to understand the corrosion fatigue damage phenomena and 
to propose a fatigue crack initiation scenario based on the physical evidence. Furthermore, the 
effect of the loading frequency was investigated using two different values (10 Hz and 120 
Hz), leading to a realistic fatigue test duration of 107 cycles. 
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Material and experimental procedure 
Material  
The material being investigated is a high strength rolled martensitic stainless steel 
(X12CrNiMoV12-3) developed for aeronautic applications. Its chemical composition and 
mechanical properties under quasi-static monotonic tension are shown in Tables 1 and 2. The 
microstructure of this steel is completely martensitic, as shown in Figure 1 (residual austenite 
content is less than 1%). Austenitic grains have an equiaxed structure and the grain size is 
approximately 100 μm (class 5, according to the ASTM standard). 
Specimens and corrosive environment 
Fatigue tests were carried out in air and in a corrosive 0.1 M NaCl + 0.044 M Na2SO4 
aqueous solution. The fatigue tests in air were performed using 8 mm diameter cylindrical 
specimens with a theoretical stress concentration factor in tension of Kt = 1.04 (Figure 2.a). 
The corrosion fatigue tests in aqueous solution were also carried out using 8 mm diameter 
cylindrical specimens (Kt =1.04) (Figure 2.b). The arithmetic roughness of the area of interest 
was less than or equal to Ra = 0.1 μm for all the specimens. 
Fatigue tests conditions and electrochemical measurement technique 
Fatigue tests were carried out under axial loading and load controlled under free potential. 
Except for investigating the frequency effect, all the fatigue tests were performed at 120 Hz 
with a resonant electromagnetic fatigue testing machine (Vibrophore type) (Figure 3.a). This 
frequency was chosen so that failure between 105 and 107 cycles could be reached in a 
reasonable time. Moreover, this loading frequency is typical for an HCF test, even if it is 
higher than what is usually used for corrosion fatigue studies. The stop criterion was a loading 
frequency drop of 0.7 Hz, corresponding to a technical fatigue crack with a typical surface 
length of 5 mm and a depth of 2 mm. For testing at 10 Hz and investigating the effect of the 
loading frequency, a servo-hydraulic fatigue testing machine was used. 
An electrochemical corrosion cell was developed and produced at the laboratory (compatible 
with both the vibrophore and the servo-hydraulic testing machine). This cell allows in-situ 
fatigue testing in an aqueous corrosive environment. The specimens were electrically isolated 
from the frame of the fatigue testing machine. The whole gauge section (area of interest) of 
the specimen was electrochemically monitored using a potentiostat device (Versastat4). A 
three electrode cell was used for the electrochemical investigation with a saturated calomel 
electrode (SCE) as the reference maintained at a constant distance (3 mm) from the specimen 
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surface, a platinum counter electrode (CE) and the specimen as the working electrode (WE) 
(Figure 3.b). The electrochemical investigation was carried out at both steady state and 
transient regimes. Two electrochemical techniques were used in this study: voltammetry and 
electrochemical impedance spectroscopy (EIS). The latter, which is a dynamic technique, is 
well known for its ability to analyse the electrochemical mechanism occurring at the interface 
between the electrode and the solution [8]. A Versastat4 device was used in galvanostat mode 
to impose a stationary zero current at the working electrode (the specimen) corresponding to 
the free potential. Then, a frequency response analyser imposes a small amplitude sine wave 
current modulation (±6 μA) scanning through frequencies from 100 Hz up to 0.1 Hz. The high 
frequency range provides information on the passive film and/or on the kinetics of the 
corrosion process, whereas the low frequency domain characterises slow processes, such as 
the diffusion of ionic species in the solution to and from the electrode surface. During the 
corrosion fatigue tests, the impedance measurements were performed at the free potential 
every 30 min to investigate the electrochemical behaviour as a function of time. 
Finally, the fracture surfaces of all the specimens were observed with optical and scanning 
electron microscopy (SEM) to investigate the crack initiation mechanisms. 
 
Results and discussion 
S-N curves in air and in NaCl aqueous solution 
The S-N curves of the X12CrNiMoV12-3 stainless steel under fully reversed tension in air 
and in the aqueous solution are shown in Figure 4 for two loading ratios, R = -1 and R = 0.1. 
These curves are normalised by the ultimate tensile strength (σu). The results show a 
significant decrease in the fatigue strength for the specimens in the corrosive aqueous 0.1 M 
NaCl solution compared to those in air. The median fatigue strength at 107 cycles of the 
specimens in the aqueous solution decreases by 33% compared to those tested in air. Some 
corrosion fatigue tests in the aqueous solution without NaCl were performed to understand the 
role of the chloride ions. Similar to the corrosion fatigue test in the (0.1 M NaCl + 0.044 M 
Na2SO4) aqueous solution, the results show a significant decrease in the corrosion fatigue 
strength in the 0.1 M Na2SO4 aqueous solution and in distilled water compared to air (Figure 
4.b). The SEM observations show that the fatigue cracks initiated at surface corrosion defects 
(indicated by arrows on Figures 5.c to 5.f) in all the aqueous testing solutions (0.1 M NaCl + 
0.044 M Na2SO4, 0.1 M Na2SO4 and distilled water). For the fatigue test in air, fatigue crack 
initiation sites are located on the specimen surface (indicated by arrows on Figures 5.a and 
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5.b). No clear evidence of defects (pores, inclusions, etc) was found at the crack initiation 
locations. 
We conclude that the corrosive effect (depassivation of the material) is not dependent solely 
on the chloride content in the environment because for the 0.1 M Na2SO4 solution and the 
distilled water, the decreasing of the fatigue strength is also important. In the remainder of this 
paper, we explain this phenomenon in detail through the combined role of PSBs and the 
aqueous environment on the depassivation phase of the studied material. 
Effect of cyclic loading on the free potential of the metal 
To understand the electrochemical reactivity of the surface during cyclic loading, linear scan 
voltammetry was performed without any mechanical loading (no cyclic and no static stress), 
in solution (0.1 M NaCl + 0.044 M Na2SO4). Note that the free potential of the 
X12CrNiMoV12-3 steel without any mechanical load is approximately +0.1 V/SCE, which is 
greater than that measured by Turnbull et al. using a similar material [9]. The free potential in 
the presence of chloride and sulphate ions was close to –0.2 V/SCE. The difference between 
the two potentials was most likely due to the surface finish (Ra < 0.1 μm). 
The potential was applied from -1 V/SCE up to +0.6 V/SCE at a scanning rate of 0.01V/s 
(Figure 6). The cathodic potential corresponding to the water reduction was chosen to reduce 
the passive oxide layer. Thus, an activation corrosion peak was observed around –0.4 V/SCE 
due to the iron oxidation involved as a result of the passive layer dissolution. A well defined 
corrosion potential Ecorr was measured at –0.44 V/SCE. When the potential was shifted to be 
more anodic, the current decreased until becoming slightly positive. This potential range 
corresponds to the passivation domain, extending from -0.25 to +0.3 V/SCE. 
The free potential was recorded during cyclic loading (corrosion fatigue tests) in the same 
environment (0.1 M NaCl + 0.044 M Na2SO4 aqueous solution). Under cyclic loading, the 
free potential decreased to approximately -0.4 V/SCE (Figure 7). As shown in Figure 6, this 
value corresponds to the activated corrosion peak observed in the linear scan voltammetry, 
showing a rupture of the passive film. For the corrosion fatigue test in the 0.1 M Na2SO4 
aqueous solution without chlorides, the free potential also decreased to around -0.4 V/SCE 
under cyclic loading. Note that the concentration of Na2SO4 (0.1 M) was chosen to have the 
same ionic strength as in the (0.1 M NaCl + 0.044 M Na2SO4) aqueous solution. 
The decrease in the free potential to approximately -0.4 V/SCE was observed for all the 
corrosion fatigue tests leading to crack initiation. No free potential decrease was observed for 
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specimens which did not fail after 107 cycles under a stress amplitude equal to the median 
fatigue strengths in the aqueous solution (σDR=-1 (NaCl) or σDR=0.1 (NaCl)). Ebara [10] 
obtained similar results for corrosion fatigue crack initiation tests with 12% chromium 
stainless steel in a 3% NaCl aqueous solution and observed a relation between the stress 
amplitude and the potential decrease. The higher the stress amplitude, the lower the initiation 
time of the potential decrease was for Ebara’s tests [10] (Figure 8.a). At relatively low stress 
amplitudes (~ 0.22xσu, for the steel studied by Ebara [10]), a potential decrease was not 
observed. A similar phenomenon is observed in our study with the relation between 
normalised stress amplitude and the duration of potential decrease (Figure 8.b). For the 
martensitic stainless steel studied in this work, it is shown hereafter that this continued decline 
of the metal potential, which is more pronounced at higher stress amplitudes, is attributed to 
the destruction of the protective (passive) film in solutions with and without chloride. 
Electrochemical impedance spectroscopy (EIS) measurement during fatigue tests 
Usually equivalent circuit modelling of the EIS data is used to extract physical properties of 
the electrochemical system by modelling the impedance data in terms of an equivalent 
electrical circuit. A resistance in parallel with a capacitance was classically considered, in 
particular to investigate the high frequency domain of electrochemical impedance 
measurements. The low frequencies of EIS were investigated by such mechanisms as 
adsorption or diffusion processes with low time constants. Because we are dealing with a real 
system that does not behave ideally (processes that occur are distributed in time and space), 
specialised circuit elements are usually considered. These include a constant phase element 
(CPE) that accounts for the spatial distribution of the capacitances on the electrode surface [8, 
11]. The equivalent circuit chosen for modelling the electrochemical process occurring in the 
investigated frequency range is shown in Figure 9. The impedance model consists of a 
solution resistance “Rs” in series with a capacitance “CPE” in parallel with a charge-transfer 
resistance “Rct” (Figure 9). The EIS data are most often represented in Nyquist or Bode 
diagrams. A complex plane or Nyquist plot depicts the imaginary impedance, which indicates 
the capacitive and inductive characteristics of the cell versus the real impedance of the cell. In 
Nyquist plots, the time-constant appears as an impedance arc in the relatively high frequency 
domain of the imposed alternative current (100 Hz to 0.1 Hz). The curve provides insight into 
the governing phenomena of the Faraday’s reaction, or redox reaction, in this frequency 
domain (Figure 10). 
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During the corrosion fatigue tests, electrochemical impedance spectroscopy analyses were 
carried out every 30 min (2.16×105 cycles at 120 Hz). The EIS investigation was performed at 
a zero current value corresponding to the free potential. The Nyquist plots are reported in 
Figure 10. All diagrams exhibit a capacitive response characterised by the first part of a half 
circle. A fitting program (Zsimwin) was used to provide the coefficient values of the CPE, Rct 
and Rs. Figure 10 shows that the calculated curves agree with the experimental values in the 
investigated frequency range. To understand such behaviour, the fitted values of the 
resistances and the capacitance are plotted in Figure 11. Two regimes were clearly observed: 
one without cyclic stress and one with cyclic stress. In the regime without cyclic stress, a very 
high resistance and a weak capacitance were measured. This result denotes the presence of 
resistance from a protective passive film. After the cyclic stress is applied, the resistance 
strongly decreases and the capacitance increases. This result shows that the material is more 
conductive due to a local rupture of the passive film. In this case, the measured resistance 
corresponds to the electronic charge transfer process of the metal dissolution [12, 13]. 
Additionally, the corrosive attack on the surface of all the specimens tested in corrosion 
fatigue was observed in small areas scattered all over the specimen surface. There was no 
generalised corrosion. 
Corrosion fatigue crack initiation mechanism 
The previous analysis and observations are physical evidence that corrosion fatigue crack 
initiation in the X12CrNiMoV12-3 stainless steel is related to the local fracture of the passive 
film due to strain from the applied cyclic stress. These local ruptures of the passive film and 
the shift of the free potential in the 0.1 M Na2SO4 and (0.1 M NaCl + 0.044 M Na2SO4) 
aqueous solutions can be associate to (i) the variation in the passive film thickness and/or (ii)
the appearance of localize de formation features at the surface of the specimens during fatigue 
testing. Auger probe measurements of the passive film thickness were carried out on the 
X12CrNiMoV12-3 specimens. Measurements were performed at ten different locations on the 
specimen surface in order to evaluate the thickness uniformity of the passive film. The 
thickness of the passive film is deduced from the typical measurement illustrated Figure 12 
and was found to be uniform on the specimen surface. Its value is approximately 3 nm for the 
passive film formed in air and 7 nm for the passive film formed in the (0.1 M NaCl + 0.044 M 
Na2SO4) aqueous solution. This demonstrates that the aqueous media does not dissolve the 
passive film. 
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According to Cretegny et al. [14], several localized deformation processes can be observed on 
a similar high strength martensitic stainless steel (PH 13-8 Mo martensitic stainless steel) 
under cyclic loading. First, at low strain amplitudes (0.4%) so called “streaks” developing in 
the form of narrow lines at the surface of fatigued specimens. Such “streaks” have a typical 
depth of 4 to 5 nm. Secondly at higher strain levels (0,6% and above) PSB start to develop 
with typical high between 10 and 200 nm. In all cases the height/depth of deformation 
features are greater than passive film thickness. Evidences of such deformation processes 
(“streaks” and PSB) on our material was not as clearly observed as in [14] probably due to the 
fact that the stress/strain levels are lower in our case leading to much more scattered in space 
and lower in intensity localized plasticity that makes its observation more difficult. However, 
the authors believe that similar processes occur on our material. Thus, it is believed that the 
localized plastic deformations induce strong incompatibilities between the bulk and the 
passive film that cannot be accommodates by the later. This results in local passive film 
failure that initiates the corrosion process. A schematic illustration of this corrosion fatigue 
process is illustrated Figure 13. In this process, stress level (amplitude and mean value) and 
loading frequency play an important role in maintaining the depassivation of the material. 
About the loading frequency 
The possible effect of the loading frequency in corrosion fatigue is related to the repassivation 
rate after local ruptures in the passive film. The repassivation rate of the X12CrNiMoV12-3 
stainless steel was determined by studying the evolution of the free potential after 
depassivation under cyclic stress in a corrosive environment with 0.1 M NaCl and 0.044 M 
Na2SO4. Figure 14 shows the evolution of the free potential during the depassivation due to 
the cyclic loading (under σa/σu = 0.28, R = 0.1 and f = 120 Hz) and repassivation without 
cyclic loading (σ (t) = 0 MPa) in the aqueous solution (0.1 M NaCl + 0.044 M Na2SO4). The 
free potential needs approximately 3 days to reach +0.1 V/SCE. It is clear that the 
repassivation rate  is significantly lower than the characteristic time of the strain from the 
applied cyclic stress at a loading frequency of 120 Hz (characteristic time is 1/120 = 8.3 ms). 
This finding is in agreement with the S-N curves between 105 and 107 cycles at 10 Hz and 
120 Hz given in Figure 15. This result shows that the loading frequency (at 10 Hz and 
120 Hz) has no significant effect in the aqueous solution. 
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Conclusion and prospects 
In this paper, the fatigue crack initiation process of X12CrNiMoV12-3 stainless steel in air at 
120 Hz was identified. It was also shown that there is a significant decrease in the fatigue 
strength (in the HCF regime) under corrosion for all the aqueous environments investigated at 
120 Hz (0.1 M NaCl + 0.044 M Na2SO4, 0.1 M Na2SO4 and distilled water) compared to the 
fatigue strength under corrosion in the air. The electrochemical behaviour of the 
X12CrNiMoV12-3 stainless steel was studied to identify the effect of cyclic stress on the 
passive film. The potential decreased tremendously, by about –0.4 V/SCE, when the strain 
was applied in all the aqueous environments investigated (0.1 M NaCl + 0.044 M Na2SO4 and 
1 M Na2SO4). This phenomenon was related to the fracture of the surface passive film 
identified by the EIS measurements. However, at relatively low normalised stress amplitudes 
(σa/σu = 0.17 for R = 0.1 and σa/σu = 0.31 for R = -1), the potential decrease was not observed 
and there was no crack initiation after 107 cycles. It can be concluded that at very low stress 
amplitudes, the passive film is stable and protects the material against corrosion (up to 107 
cycles at least). Based on this physical evidence, a scenario for corrosion fatigue crack 
initiation mechanisms is proposed. In this process, stress level (amplitude and mean value) 
and loading frequency have important roles in maintaining the depassivation of the material. 
Furthermore, it has been shown that for R = -1, the loading frequency ranging from 10 Hz to 
120 Hz has no appreciable effect on the corrosion fatigue crack initiation life in the (0.1 M 
NaCl + 0.044 M Na2SO4) aqueous solution (Figure 15). 
This study will be completed by a systematic study of the effect of loading frequency on the 
corrosion fatigue crack initiation mechanism through a larger frequency range. In the future, a 
corrosion fatigue crack initiation model considering the coupling between the environment 
and cyclic loading should also be developed. 
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Table 1: Chemical composition of the X12CrNiMoV12-3 stainless steel (wt %, Fe balance) 
C Cr Ni Mo V 
0.12 12 3 1.6 0.3 
 
Table 2: Mechanical properties of the X12CrNiMoV12-3 stainless steel under monotonic 
quasi-static tension 
E (GPa) σ0.2 (MPa) A (%) 
211 1040 15 
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Figure 1: X12CrNiMoV12-3 stainless steel microstructure after heat treatment 
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(a) 
 
(b) 
Figure 2: Specimen geometry for (a) fatigue tests in air and (b) corrosion fatigue tests 
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(a)?                        (b)  
Figure 3: In-situ corrosion fatigue cell with potentiostatic measurements. The specimen is 
isolated from the fatigue testing machine (Vibrophore) 
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(a)?under fully reversed tension (R = -1) 
 
(b)?under tension-tension (R = 0.1) 
Figure 4: Median S-N curves (survival probability Ps = 0.5) in air and in the aqueous 
solutions at 120 Hz 
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Figure 5: Crack initiation sites in air and under corrosion fatigue in the aqueous solutions 
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Figure 6: Linear scan voltammetry test on a specimen without cyclic stress in 0.1 M NaCl + 
0.044 M Na2SO4 
  
22 

 
 
(a) Test at R = 0.1; in 0.1 M NaCl + 0.044 M Na2SO4; under σa/σu = 0.23; f = 120 Hz;  
Nf = 9.2×105 cycles 
 
 
(b) Test at R = -1; in 0.1 M NaCl + 0.044 M Na2SO4; σa/σu = 0.45; f = 120 Hz;  
Nf = 4.3×105 cycles 
 
Figure 7: Free corrosion potential evolution during corrosion fatigue testing of specimen at (a) 
R = 0.1 and (b) R = -1 
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(a) 
 
(b) 
Figure 8: Relation between normalized stress amplitude and (a) initiation time of potential 
decrease from Ebara [9] and (b) duration of the potential decrease for our corrosion fatigue 
tests 
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Figure 9: Equivalent circuit of impedance diagram (Rs is the solution resistance, Rct is the 
charge-transfer resistance and CPE is the constant phase element) 
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Figure 10: Evolution of the Nyquist plots versus time during corrosion for several durations in 
0.1 M NaCl + 0.044 M Na2SO4; σa/σu = 0.23; R = 0.1; f = 120 Hz; Nf =  9.2×105 cycles 
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(a) 
 
 (b) 
Figure 11: Evolution of (a) the charge-transfer resistance and (b) the capacitance (CPE) of the 
model in Figure 9 prior to cyclic loading and during cyclic loading (the exposed surface is 
5 cm²) in 0.1 M NaCl + 0.044 M Na2SO4; σa/σu = 0.23; R = 0.1; f = 120 Hz;  
Nf = 9.2×105 cycles 
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 (a) 
 
(b) 
Figure 12: Results of Auger measurements at the surface of the X12CrMoV12-3 stainless 
steel with (a) passive film formed in air, (b) passive film formed in (0.1 M NaCl + 0.044 M 
Na2SO4) 
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Figure 13: Scenario of corrosion fatigue crack initiation at pits on the X12CrNiMoV12-3 
martensitic stainless steel under a 120 Hz loading frequency in the HCF regime (105-107 
cycles) 
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Figure 14: Depassivation by cyclic loading (σa/σu = 0.28, R = 0.1 and f = 120 Hz), then 
repassivation without cyclic loading (σ(t) = 0 MPa) in corrosion solution (0.1 M NaCl + 
0.044 M Na2SO4) 
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Figure 15: Fatigue test results and S-N curves of corrosion fatigue tests for two different 
loading frequencies (120 Hz and 10 Hz) at R = -1 
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(a) 
 
 
(b) 
 
 
Fig. 2 
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Fig. 5 
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Fig. 10 
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(a) 
 
 
(b) 
 
 
 
Fig. 11 
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